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Input voltage
 AC 100/110/220/

230V(50/60Hz)

Output power 108VA(24VDC)max

Duty cycle 10%

Working temp. +5oC~40oC

Protection* IP54

* Option: IP66   
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• Ordering Information

• Features of LAK2D
- Control 1 or 2 Linear Actuators
- Standard cable length: 4M          
- Over load protection     
- During an emergency power loss, please insert 2-9V alkaline batteries to lower the actuators. (Protection class is  

	 IP54 when LAK2D is operated with batteries)
- Can be mounted directly on the LAM3 or LAN5
* There is no battery charge function, the 9V batteries are used for emergencies only.

• For Series LAS, LAS3, LAS4, LAM3, LAN1, LAN5, only the LAM3 and LAN5 
can mounted directly onto the LAK2D

LAK2D - 1 - D   0 - 110 - G   E
Special models according to
Client’s requirement

None
E=Special requirement

Color W: White
B: Black
G: Gray

Input Voltage 100: AC100V; 110: AC110V
220: AC220V; 230: AC230V

Actuator No. 2 0: None
B: LAS-1; LAS3-1
C: LAS-2; LAS3-2; LAS4-2
D: LAN1-1/-2; LAM3-3/-4
E: LAM3-2; LAN4; LAC3-1
F: LAN1-1/-2/-3(24Q); LAM3-1

Actuator No. 1 B: LAS-1; LAS3-1
C: LAS-2; LAS3-2; LAS4-2
D: LAN1-1/-2; LAM3-3/-4
E: LAM3-2; LAN4; LAC3-1
F: LAN1-1/-2/-3(24Q); LAM3-1

Battery 0: None
1: 9-volt alkaine battery

* Check attached table for over current setting...see page 47.


