Pneumatic Clamping Elements

Our stock program of pneumatic clamping elements & spacers from Erre Di are designed to be used for holding a position when using Hiwin Linear Guideways (HG- and QH-series etc.).
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## Guide size 15 + 65 mm | V
Working type Norm. Open 4 M5 44 Guidesi .
Body Steel AIR CONNECTION uide size 15+ 65 mm
Operating Temperature  20°C + +80°C ° ; ° u we recommend Working type Norm. Closed
Operating Pressure 5,5+ 8 bar the use of compressed Body Steel
Switching time 40 = 60 mSec . O Q\ air hose 0 6x4 Operating Temperature ~ 20°C+ +80°C
(ontact parts Hardness 60 <+ 62 HRC Operating Pressure 5,5+ 8 bar
| = Switching time 40 + 60 mSec
+ Small dimensions. (ontact parts Hardness 60 + 62 HRC
+ High clamping force. y . .
+ Predise positioning » Clamping element without the use of energy.
+ High stiffness # Includes springs for closing, while the pressure is for opening
Dimensions: mm
Art. Code A B D F G H L P Q R S T Clamping Art. Code A B D F G H R
Force [N]
F15T001S* 43 650 PF15T-D4* 60 43 4 15 15 125 5
F15TO01M* 60 43 215 15 15 125 62 55 155 M4x5 37 6 400
F20T001S* 39 1000 PF25T-D4* 77 39 4 20 20 14 6,5
F20TO01M* 70 39 25,5 20 20 14 61 5 5 M5x5 18.5 5 600 S . s 3 2 2 1o o
* o a

F25T0015 77 39 28 20 20 14 32 s 6 Mex8 19 5.5 1200
F25T001M* 63.5 750 *
F30T001S* 43 1750 PF35T-D7 106 46 7 24 24 7.5 8,5

87 43 35 22 22 10.5 5 5 M8x8 16.5 16.5 * ; Kk
F30T001M* 71 1050 Spacer in stock.
F35T001S 46 2000
F35T001M* 106 46 425 24 24 7.5 78 12 12 M8x15 23 6.5 1250
F45T001S 50 2300
F45T001M 120 50 52 26 26 12 82 15 8 M10x19 20 20 1500
F55T001S 49 3000
F55T001M 136 49 54 30 30 9.5 82 13 8 M10x19 18.5 18.5 2000
F65T001S 49 3000
F65T001M 146 49 67 50 30 9.5 82 26 21 M10x20 18.5 18.5 2000

*Clamping element in stock.



